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EYETRACKER 

ÅThe Eyetracker is at the end of the MRI room behind the 
machine. 

      Do NOT move the Eyetracker 



EYETRACKER 

ÅA bulb can light the pupil through mirrors and the reflected 
signal is recorded 

 
 Emission 

 
 Reception 
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1) MACHINE PART 

ÅFirst press the switch "Eyetracker" behind the phone between 
computer screens green and blue. 

 



1) MACHINE PART 

ÅEnter the MRI room, go near the Eyetracker and light the bulb 
with the button on the side of the unit. 
 



1) MACHINE PART 

ÅCheck if the bulb is still operational (the light must be visible 
from the outside HERE). 

 



1) MACHINE PART 

ÅTurn on the screen above the Eyetracker. The pupil must be 
visible, if it is not the case, adjust the mirror to focus the eye. 



1) MACHINE PART 

Å If the pupil is not visible from the start, you need to adjust the 
tilt of the mirror to move the field of view and see the eye at 
the center of the screen. To do this, turn the screws located 
behind the mirror. 

 

  

 

          Up/Down tilt  

 

 

          Left/Right tilt 



1) MACHINE PART 

Å If the pupil is visible, it is necessary to adjust the brightness 
and sharpness of the image using the levers on the front of 
the Eyetracker. 

            Brightness    Sharpness 



1) MACHINE PART 

ÅThe pupil must not be too dark or too bright 

 

                  BAD                     GOOD 



1) MACHINE PART 

ÅWhen the eye is visible and clear, turn off the screen before 
leaving the room. 

 



2) SOFTWARE PART 

 

 

 

ÅStart by turning on the control unit 

 of the Eyetracker and then 

 the two screens located above. 

 

 

                   ON 



2) SOFTWARE PART 

ÅLaunch the application Eye-Trac  from the « Physiological 
Measurement PC » (green computer). 



2) SOFTWARE PART 
Å The program starts and needs an upload that links it to the control unit 

      This upload must be done only once after the control unit is switched on. 

 

Å If the upload is needed, 

      this window appears. 

      Then click on "¦ǇƭƻŀŘάΦ 

 

Å As you the central unit isn't 

      switched off after the upload, 

      it is not nessessary to do this 

      upload again even if you closed 

      the Eyetracker software. 



2) SOFTWARE PART 
 

ÅOnce the program is started 

     and the upload is done, 

     it is possible to set up the 

     program before using it 

     (calibration, file creation, 

     manual or automatic 

     recording mode) 



2) SOFTWARE PART 

ÅAt this point, you must check 
     if the program is set up to 
     start recording manually or 
     when the script gives the 
     instruction. 

 

ÅSo click on « Config » 
     and then 
 « External Data and 
 Auto File Config » 

 
   



2) SOFTWARE PART 

Å « Auto Record » enabled:  « Auto Record » disabled: 

 automatic acquisition    manual acquisition controlled 

 by the script    by the user 



2) SOFTWARE PART 

ÅTo calibrate the Eyetracker you also need to use the 
« Experiment Control PC » (blue computer). Execute the 
application « Display Target Points » 



2) SOFTWARE PART 

ÅThis picture appears in full screen displaying 9 dots. 



2) SOFTWARE PART 

ÅDisplay the picture of the blue screen on the projector to 
show it to the participant. Then give these instructions: 

 

Å« The dots on the screen are going to appear one after 
another. Your goal is to look at the dot on the screen with 
your eyes wide open. You shall not anticipate the emergence 
of the next dot but wait it appears. » 

 

ÅThen it's possible to calibrate the Eyetracker in automatically 
or manually. 



2) SOFTWARE PART 

Å Manual calibration is useful when the participant blinks too much or when 
the signal is not stable (it is stable when the black AND white crosses are 
stable on the picture). To do this, click on "Calibrate" then "Standard 
Calibration". The dots will not appear automatically but manually. 

 

 

 

 



2) SOFTWARE PART 

Å Manual calibration:  Look at the screens above the control unit and wait 

      until the signal is stable for the 1st 

      dot and then click on  

      « Save Current Point <Space> ». 

  

 Repeat this procedure for 

      the 9 dots. 

 



2) SOFTWARE PART 

Å In the other cases, the 

 automatic calibration  is 

 recommended. Click on 

 « Calibrate » then « Start Auto 

 Calibration ». 

 The program will calibrate 

 automatically the 9 dots and 

 tell if there are missing dots. 

 To check if the calibration has 

 been successfully done, 

 ask the participant to look at 

 some dots. 



2) SOFTWARE PART 

 

 

Å Auto calibration: 

      The window « Calibration » 

      appears and 

 displays the dots one after 

      another on the blue 

      computer screen. 

 Just wait until the 9 dots 

      are identified. 

 

 Don't click on anything 

      during this operation. 

 



2) SOFTWARE PART 

Å If Eyetracker cannot accurately calibrate one or more dots, a message will 
appear showing the missing dots. If too many dots are missing, it is wise to 
check the previous settings (contrast, bulb in good condition, targeting the 
eye, eye blinking) and do another calibration (automatic or manual). 
However, there is often 1 or 2 ƳƛǎǎƛƴƎ Řƻǘǎ ōǳǘ ǘƘƛǎ ŘƻŜǎƴΩǘ ƳŀƪŜ the data 
unusable. 

 

 While this message remains on the screen, the 9th dot will remain 
displayed and the participant will look at it. So don't wait too much before 
clicking on "hYάΦ 



2) SOFTWARE PART 

Å Create a file to save the data. For this click on « File » then « New Data 
File ».  

Å Choose a folder and name your file. 

Å Just click on « OK » in the window « Enter File Description ». 



2) SOFTWARE PART 

Å If you chose the manual recording mode, 

     don't forget to click on « Record » 

 before starting your script. 

  

 To stop recording, click on « Stop ». 

 

Å If you chose the automatic recording mode, 

     your script will control everything. 



2) SOFTWARE PART 

ÅTip: If the option "Record" is grayed out and therefore 

     unusable, it means that 

     the program is configured to 

     start automatically. 

 

Å It is not possible to 

     change this setting as 

     a file is opened. 



3) CHANGE THE BULB 

ÅThe bulb in the Eyetracker is a consumable that is changed 
regularly because of his short life. 

     You need to change the bulb if the light does not appear 

     when you turn on the lamp. 



3) CHANGE THE BULB 

ÅFor safety reasons, it is recommended to turn off the 
Eyetracker before changing the bulb (so the fan is not 
running). 



3) CHANGE THE BULB 

ÅTake a new bulb in the cabinet in front of the door of the MRI 
control room. 



3) CHANGE THE BULB 

ÅEnter the room and remove the 5 screws that hold the front 
of the Eyetracker to remove. The front of the Eyetracker and 
the screws are not magnetic and can be handled safely. 
The 5 screws 



3) CHANGE THE BULB 

ÅThen remove the two screws that hold the fan housing to 
remove it also. The fan is not completely non-magnetic, so 
place it above the Eyetracker.  

     The 2 screws 



3) CHANGE THE BULB 

Å It is important not to touch the new bulb with your fingers to avoid leaving 
a trace that would interfere with the signal and the life of the bulb. To 
avoid this, handle the bulb with its packaging without touching it directly. 


